
Muncie Power Products, Inc.

50/70/100 GALLON 
UPRIGHT TANKS

ALUMINIUM & STEEL
INSTALLATION INSTRUCTIONS AND SERVICE PARTS
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SERVICE PARTS LIST

ITEM # DESCRIPTION QTY PART #

1 Tank Body 1 N/A

2A Filter Flange Cover1 2 16T36961

2B Filter Assembly1 1 49T37524

3 Breather Cap Assembly 1 BC50FSGK-A

4
¾" Top Plug2

¾" Vent Breather3
12

13
HHPP12Z

55T36394

5 Sight Gauge 1 31T36377

6
Diffuser (Standard)

High Flow Diffuser (Optional)
1
1

8020590
43T37610

7 Magnetic Plug 1 55T36629

8 Bracket1 1 N/A

9 1" Vent Breather4 2 BF-16

N.S. O-Rings for Sight Gauge 2 13M43055

SERVICE PARTS LIST

ITEM# DESCRIPTION QTY PART#

N.S. Replacement Filter Element 2 TRE-503

N.S. Standard Filter Flange Gasket1 1 13T36659

N.S. Flange Cover w/ 1¼" Port5 1 B1559

N.S.
Flange Cover w/ 1¼” Port

and (2) ¼" Ports5
1

B1559A

N.S. Filter Flange Cover Bolts1 4 19M10002

N.S. 2 x 1¼" Reducer Bushing (Standard) 1 8020591

N.S. 2 x 1½" Reducer Bushing (High Flow) 1 43T37609

N.S. 2" NPT Pipe Plug 1 HHPP-32Z

19 Breather Cap 1 BC-50

20 Low Neck Breather Flange 1 56T36398

21 Strainer Basket 1 56T36400

22 Breather Flange Gasket 2 13T36399

23 10-32 Screws w/ O-Ring 6 19T36674Notes:  1. Components only available with Steel 50 Gallon “GFN” Tanks.        
 2. One Plug Standard with Steel 50 and 70 Gallon Tanks        
 3. One Breather Standard with Aluminum 50 Gallon Tank, Two Breathers Standard with Aluminum 70 Gallon Tank.   
 4. 1” Breather used only with 100 Gallon Tanks.         
 5. Optional Items, Must Be Ordered as Separate items. Will Require Part # 13T36659. Can be used with “GNY” version of Steel 50 Gallon Tank.
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Service Parts Callout-3 Tank Options Shown

Ref. Model # A070U2AAGXY

Ref. Model # S050U2AAGNY

Ref. Model # A100U2AAGXY
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INSTALLATION KIT ASK210 

WITH GUSSETED MOUNTING BRACKETS

(USED WITH STEEL 100)
ITEM# DESCRIPTION QTY

24 5⁄8" - 11 x 4-¼" Bolts 4
25 5⁄8" Flat Washer 8
26 Rubber Pad 4
27 Mounting Angles 4
28 2" Blue Die Spring 4
29 5⁄8"-11 NylockTM Nuts 4

N.S. Gusseted Mounting Brackets 4
30 ½" Washer6 16
31 ½" Cap Screw6 8
32 ½" NylockTM Nuts6 8

6. Installer to provide ½" Grade 5 or bolts, locknuts, and 
washers to attach angle brackets to the frame.

Service Parts and Installation Kit

INSTALLATION KIT ASK200 (USED 

WITH STEEL 50, 70, ALUMINUM 

50, 70, AND 100)
ITEM# DESCRIPTION QTY

24 5⁄8" - 11 x 4¼" Bolts 4
25 5⁄8" Flat Washer 8
26 Rubber Pad 4
27 Mounting Angles 4
28 2” Spring 4
29 5⁄8"-11 NylockTM Nuts 4
30 ½" Washer6 16
31 ½" Cap Screw6 8
32 ½" NylockTM Nuts6 8

6. Installer to provide ½" Grade 5 or better capscrews, 
locknuts, and washers to attach angle brackets to the frame.
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*Mounting kit components not sold individually.



Figure 1

Figure 2

Figure 3

Figure 4

Installation Instructions:

1. Position tank and base assembly on frame rails of the truck   
 chassis as desired.

2. Position chassis mounting angles so that the double pre-drilled  
 holes are positioned against the frame fail and the single   
 (11⁄16") hole is positioned upward against the tank mounting   
 angles. (See Figure 1)

 Note: The top of the mounting angles should be flush with 
 the top of the chassis rail.

3. Using the pre-drilled mounting angles as a guide, mark 
 both the frame rail and tank mounting angles. Chassis 
 requires use of a 9⁄16" drill bit while the mounting angles   
 require an 11⁄16" drill bit. Drill holes and bolt the four 
 mounting angles into place.

4. Place tank assembly across frame with mounting rails 
 lined up directly over top holes in mounting angles. Mark 
 and drill using 11⁄16" drill bit. (For the 100 Gallon Steel Tank,   
 you will need to weld the gusseted brackets to the desired   
 locations on the tank and drill 11⁄16" holes prior to positioning  
 tank on frame brackets.)

5. Place rubber mounting pads on top of the four mounting   
 angles. (See Figure 2)

6. Reposition tank over pads and angles, install bolts 
 and springs as shown in image on right tighten nuts until   
 compressed length of spring is 1½". Do not compress 
 spring completely. (See Figure 3)

7. Install magnetic drain plug and optional vent breather 
 (if purchased). A thread sealant is recommended 
 (Do Not Use Teflon® Tape).

8. National Pipe Thread port openings: (See Figure 4)

 Muncie Upright Tanks are designed with two 2" NPT ports in  
 the bottom of the tank. Install the reducer bushing in one port  
 and the return line diffuser in the other port. A thread sealant  
 is recommended (Do Not Use Teflon® Tape). Each port can be  
 used as pump inlet or return ports.
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